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Engine coolant is a type of circulating fluid that helps to dissipate excess heat from 
the combustion chamber and other parts in the engine. It prevents water from 
freezing or boiling when exposed to extreme temperature conditions. Furthermore, 
e�ective rust and corrosion control plays a critical role as poor corrosion control will 
result in wear and leakages in cooling systems which indirectly a�ects the 
performance of engines or even cause engine breakdown.

To optimize the performance of modern liquid-cooled engines, essenza COOLe line is 
specially formulated with di�erent corrosion inhibiting technologies such as Inorganic 
Acid Technology (I.A.T) for standard drain intervals, Organic Acid Technology (O.A.T) 
and Hybrid Organic Acid Technology (H.O.A.T) for long-life applications. Excellent 
material compatibility allows the highest cooling performance in various operating 
conditions. Both concentration and ready-to-use solutions are available.

About coolants

Available grades and specification levels
ASTM D 3306, Ford ESEM978 B44A, JIS K 2234, General Motors GM 1825-M

essenza COOLe Super R series is a line of Ethylene-glycol based I.A.T engine coolant 
designed to provide excellent protection for the cooling system of all types of 
liquid-cooled vehicles like passenger cars, light trucks and heavy duty vehicles and 
industrial internal combustion engines. It is aluminum compatible and meets the 
stringent requirements of late model car engines which have significant amounts of 
aluminum in their construction. Enhanced antifoam, rust and corrosion protection for 
metals are achieved and leads to high maintenance cost savings.

COOLe Super R series

Specification levels
ASTM D 3306/D 4985/D 6210, SAE J 1034, KSM 2142, JIS K 2234, JASO M325, MAN 324-SNF, 
Mercedes-Benz DBL 7700.30, MTU MTL 5048, Porsche Carrera, Boxster, Cayenne, Scania TI 
02-98 0813 T/B/M SV, VW/Audi/Seat/Skoda TL 774-D/F, GM 6277M/1825M/1899, Ford 
WSS-M97B44-D/WSE-M97BB44-A/WSE-M97BB44-B, DaimlerChrysler MS 7170/9769, 
General Services Administration A-A-52624, Caterpillar EC-1, Cummins 14603

essenza COOLe Protection SFA and SFE series is a range of Nitrite, Amine, Phosphate, 
Silicate and Borate-free (O.A.T) long-life engine coolant based on Monoethylene-glycol 
which provides exceptional protection against frost, corrosion, pitting, and overheating 
in all modern engines but especially on highly loaded aluminum engines. Silicate 
gelation and additives fallout issue can be reduced greatly and protects against 
corrosion and deposits for all critical components in the cooling system for extended 
drain intervals. Suitable for use in the cooling systems of various automotive and light 
duty diesel vehicles, particularly of European, Japanese, Korean, and Asian OEM.

COOLe Protection SFA & SFE series

Specification levels
ASTM D 3306/D 4895, SAE J1034, AFNOR NF R 15-601, ONORM V5123, BS 6580:1992, 
BMW N600 69 0, Bez Reg Arnsberg Abtl.bergbau u. Energie 84.12.22.63-2001-2, German 
Army TL6850-0038/1, Daimler DBL 7700.20, Deutz H-LV 01610188, Jenbacher 
TA-Nr.1000-021, MAN 324-NF, MTL 5048, General Motors B 040 0240, Porsche 
924,928,944,968, Saab 6901599, VW/Audi/Seat/Skoda TL 774-C

essenza COOLe Protection E is a high performance H.O.A.T engine coolant specially 
designed for the cooling systems of heavy duty vehicles. Engineered with Synthetic 
Ethylene-glycol base stock and the advanced Silicate-based additive technology, it 
provides exceptional cooling performance and protection for extended period. Free 
of Nitrite, Amine, Phosphate, and Borate compounds. The use of unique Silicate-
based corrosion inhibitor e�ectively protects against corrosion and deposits in the 
vital parts of the cooling system, including coolant channels in block and cylinder 
head, radiator, water pump, and heater core. Widely recommended for use in 
European OEM vehicles.

COOLe Protection E 

COOLe Moto R50

Specification levels
ASTM D 3306

essenza COOLe Moto R50, a ready-to-use long-life O.A.T engine coolant which o�ers 
fast cooling performance for all liquid-cooled motorcycle/scooter engines which 
operate under high speed and thermal stress conditions. Based on Silicate-free 
additives and monoethylene-glycol base stock, it delivers proactive protection to all 
cooling components in high output motorbike engines and o�ers longer drain 
intervals. E�ectively reduce deposits caused by silicate compounds thus achieving 
good maintenance and cost savings.



essenza, conceptualised by Italian designers and brought to life by an international 
network of lubricant specialists, is a versatile brand that symbolise energy, e�ciency, 
excellence and evolution.

essenza is a comprehensive range of premium lubricating oils, greases and related 
products, positioned at the global lubricants market. Our international technical team 
bring with them decades of experience in product development and formulations. 
Therefore, our strength lies in selecting the latest technology available to meet market 
expectations while our adaptation strategy assures customisation in local markets.

Our carefully selected range is available from ISO 9001 plants in Singapore and Europe 
and is available in an array of packaging options, to cater for our diverse market demands.
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