
power from within

essenza, conceptualised by Italian designers and brought to life by an international network 
of lubricant specialists, is a versatile brand that symbolise energy, efficiency, excellence and 
evolution.

essenza is a comprehensive range of premium lubricating oils, greases and related 
products, positioned at the global lubricants market. Our international technical team bring 
with them decades of experience in product development and formulations. Therefore, our 
strength lies in selecting the latest technology available to meet market expectations while 
our adaptation strategy assures customisation in local markets.

Our carefully selected range is available from ISO 9001 plants in Singapore and Europe and 
is available in an array of packaging options, to cater for our diverse market demands.
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euro line 
essenza EURO Heavy Duty Diesel motor oils, is a line of lubricants specially formulated in Europe 
for heavy duty engines operating under severe working conditions and meeting the Euro I, Euro 
II, Euro III, Euro IV, Euro V and Euro VI emission requirements. These oils are formulated to help 
maintain the engine cleanliness and to keep the bore polishing under control and thus, provide 
extended oil drain intervals. The carefully selected additives used provide antiwear, optimized 
soot handling and viscosity stability properties. These oils are suitable for engines with or without 
particulate filters, for EGR engines and for engines fitted with SCR NOx reduction systems. 

Available SAE grades and specification levels

10W-40, 15W-40
ACEA E4-12, E6-12, E7-12, E9-12, API CJ-4/SM, Volvo VDS-4, MB-Approval 228.31/228.51, MAN M 
3477/M 3575/M 3271-1, Mack EO-O Premium Plus, Mack EO-N Premium Plus, MTU Type 3.1, MTU 
Type 2.1, Renault VI RLD-3, Renault VI RLD-2, Deutz DQC IV-10 LA/ DQC III-10 LA, Cat 
ECF-2/ECF-3, Cummins CES 20081, Detroit Diesel 93K218, JASO DH-2, Scania Low Ash, Voith Class 
B/MB 235.28, Global DHD-1

essenza sintetica Ultra Turbo EF E9 is suitable for diesel engines meeting Euro I to VI 
running on ultra low sulfur diesel fuel and engines utilizing advanced emission 
control technologies including diesel particular filters and exhaust gas recirculation, 
is strongly recommended for engines fitted with particulate filters and is designed for 
use in combination with low sulphur diesel fuel, provides extended oil drain intervals 
according to the manufacturer’s recommendations.

ultra turbo ef e9

Available SAE grades and specification levels

10W-40, 15W-40
ACEA E4-12, E7-12, A3/B4-12, API CI-4/SL, MB 228.3/228.5/229.1, Volvo VDS-3, MAN M 3377/M 
3275/3277, Global DHD-1, Renault VI RXD/RLD/RLD-2, MTU Type 2/3, Deutz IV-10 / DQC III-10, ZF 
TE-ML 07C, Mack EO-N/EO-M Plus, Cummins CES 20026/77/78, Detroit Diesel 93K215, Cat 
ECF-1-a/ECF-2

essenza sintetica Ultra Fleet TD E7 is recommended for diesel engines operating 
under severe conditions, meeting from Euro I, to Euro V emission requirements and 
extended oil drain intervals according to the manufacturer’s recommendations. It is 
suitable for engines without particulate filters and for most EGR engines and most 
engines fitted with SCR NOx reduction systems. 

ultra fleet td e7 

Available SAE grades and specification levels

15W-40
ACEA A3/B3-98, E2-96, API CH-4/SJ, MB 228.1, MAN 271, Volvo VDS-2, Renault VI RD/RD-2, Mack 
EO-M Plus, Cat ECF-1-a, Cummins CES 20076, MTU Type 1, ZF TE-ML 04C/07

essenza powerful Super TD E2 is a general purpose oil for naturally aspirated and 
turbocharged heavy-duty diesel engines operating under medium to heavy duty 
cycles mostly suitable for normal oil drain intervals. Please always make sure that the 
selected oil specification and drain interval is according to the manufacturer’s 
recommendations.

super td e2

The information and packshots contained herein is provided as a guideline and may change without notice. Italco, therefore declines any liability for the improper use of the product information. We suggest that you contact our technicians in order to obtain up-to-date information on product specifications and applications.


